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tment for claim 34 is as follows: 




34. 



control system for a hoxJsehold appliance, the control system including: 

A. a control panel that is located on the appliance for selecting and 
providing associated parameter values for controlling a first set of pre- 
programmed appliance functions, the control panel including one or 
more knobs or buttons or both for making the selections of the 
functions and providing the associated parameter values from the first 
set of pre-programmed appliance functions; 

B. a controller that communicates with the appliance for selecting and 
providing associated parameter values for controlling a second set of 
pre-programmed appliance functions that cannot be selected or 
controlled from the oontrol panel, the controller providing data signals 
that select functions from the second set of pre-programmed appliance 
functions and provide the associated parameter values; and 

C. appliance control meanly for storing programs associated with the 
performing of the first ai\d second sets of appliance functions, the 
appliance control means 

i. in response to signals frobi the control panel that correspond to the 
activation of the knobs and buttons,\performing the functions selected from 
the first set of pre-programmed appliance functions using the associated 
parameter values provided through the control panel, and 

ii. in response to the data signals provided by the controller, 
performing the functions selected from the second set of pre-programmed 
appliance functions using the associated\parameter values provided through 
the controller. 
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The replaomient for claim 42 is as follows: 




A method of operating a hcmsehold appliance, the method including the steps of: 

A. activating knobs or buttons or both on an appliance control panel to 
select and provide associated parameter values to control functions of 
a first set of pre-programmed appliance functions; and 

B. providing data taa controller that communicates with the appliance to 
select and provideVassociated parameter values to control functions of 
a second set of pre-programmed appliance functions that cannot be 
selected or controlled^by activating the knobs or buttons or both of the 
control panel. 
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